FIRE EXTINGUISHERS aviation

heliports | equipment | fraining
aviation inspection body

25L & 50L LITH-EX I I maritime

LITHIUM-ION

Designed for use on Lithium-ion
battery fires

Can extinguish Lithium-ion
battery fires, uncontrollable by
other extinguisher types
Quickly cools and prevents
VZ 2) excessive heat, forming a

e/ 3/ thermal barrier to stop fire

. — / propagation

e / Non-toxic

rlt Environmentally friendly

i | 5 year guarantee

! ALESD
100-1648

100-1649

Li Batteries



BATTERY SAFETY RANGE

25L & 50L LITH-EX
EXTINGUISHERS

Alithium-ion battery fire may result from physical damage
that causes a short circuit, overcharging or by increased
extemal temperature or manufacturing defects. MarAv
Lith-Ex extinguishers contain Aqueous Vermiculite
Dispersion (AVD), a revolutionary fire extinguishing agent.

The MarAv Lith-Ex range provides effective
Lithium-ion battery fire protection to a wide
range of sectors:

» Transport — Aviation, Automotive
* Energy Storage

*  Waste & recycling
*  Motor Sport

+  Shipping

+ Logistics

*  Marine

*  Domestic

e Industrial

Specifications

aviation

heliports | equipment | fraining
aviation inspection body

I maritime

MODEL.:

FLE25 & FLESO

Model FLE25 FLESO
Product Code 100-1649 100-1648
Description Firechief 251 Lith-Ex Extinguisher Firechief 50L Lith-Ex Extinguisher
Battery Capability Suitability (Wh)* Over 750 Wh Over 750 Wh
Capacity (Itr) 25 50
Throw Range (m) 5 5
Discharge Time (mins) 8 14
Working Pressure (bar)* 8 8
Temperature Range (°C) +5°C to +60°C +5°C to +60°C
Product Height (mm) Approx 970 Approx 1090
Product Width (mm) 558 558
Product Diameter (mm) 350 350
Hose Length (m) 5 )
Filled Weight (kg) 55 100

* Pressure refers to gauge pressure

The MarAvLith-Ex range also includes Battery Fire Blankets, Fire Suppression Kit Bags and Fire Resistant
Containers. Please contact us for details.

+44 (0)239 2000 760

a supply@maritimeaviation.comm maritimeaviation.com

Maritime Aviation, Elan House, Fareham, Hamsphire, PO15 5SJ, United Kingdom

2 VNVN™YCAXYCAC T 2T 2



